
Using microjet  minimum-consumption 

lubricating systems in the sawing  

technology means:

 continuous oiling of saw teeth

 uniform application of lubricant

 minute consumption of lubricant

 high cutting rates by using special  

 lubricants

 dry sawing parts and dry chips

 dry machines

 no cleaning, no disposal issue

 higher productivity

microjet  minimum-consumption lubri-

cating systems are becoming ever more 

important in present-day sawing technology. 

Circular and ribbon saws can be retrofitted 

with nozzle heads of various design without 

any difficulty. Each nozzle is then provided 

with a metering hose. Such equipment results 

in high process reliability ensuring the manuf-

acturing quality and productivity required in 

the respective cases.

Sawing head on ribbon saws (band 

height 25 and 34 mm respectively)
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Sawing technology

Sawing head with 2 nozzles 

on KASTO ribbon saws (band 

height 41 mm respectively)

Nozzle head with two nozzles on 

circular saw (diameter of circular saw 

blade > 700 mm)
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Steuer- und Regeleinheit
Mögliche Varianten dermicrojet® Steuer- und Regeleinheiten
Durch modular erweiterbare Verteiler lässt sich das microjet®System zu komplexen Anlagen ausbauen.
Die Verteiler sind manuell, elektrisch oder pneumatisch ansteuerbar.

Beispiele aus vielen Einzelkomponenten:

Einige Kombinationsmöglichkeiten:

Schlauchpakete
Erst diemicrojet® Schlauchpakete lassen
dieses System so flexibel werden
Mit dem umfangreichen Düsenschlauchpaketprogramm
ist jeder Anwendungsfall individuell lösbar.

Flexibel im Einsatz:

Fuer jede Anwendung eine Loesung

1-fach Zwischenverteiler

1-fach Zwischenverteiler
mit aufgekoppeltem
Steuerverteiler elektrisch.

2-fach Zwischenverteiler
mit aufgekoppeltem
Steuerverteiler elektrisch.
(1 Reserveanschluss)

2-fach Zwischenverteiler
mit 2 aufgekoppelten
Steuerverteilern elektrisch.

2-fach Zwischenverteiler
mit aufgekoppeltem
Steuerverteiler pneumatisch.
(1 Reserveanschluss)

2-fach Zwischenverteiler Steuerverteiler elektrisch Steuerverteiler pneumatisch
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Technical data:
System type MKS-G 100 260 500 1000 Unit
Max. pressure: 7 7 7 7 bar
Max. capacity of tank: 1,6 2,6 5 10 litre
Max. contents in tank: 1,0 2,0 4,0 9,0 litre
Opening pressure of safety valve: 7 7 7 7 bar
Operating pressure: 0.5 - 6   bar
Air consumption depends on setting appr.: 50 - 100 l/min./nozzle
Lubricant consumption depends on setting appr.: 5 - 200 ml/h/nozzle

microjet® sawing head variants
for circular- and ribbon saws

The illustration shows several microjet®  sawing heads 
 for band heights 27 mm and 80 mm respectively

microjet® Tank
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